Perfekte Funktionalitat: 32-bit,
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2 CANbus, SD-Karte und USB, 65.536

Farben sowie skalierbares Videobild.
Einfach ein Gewinnertyp!

The new OPUS A5 offers perfect
functions. 400 MHz for fast operating,
15 keys, 1 GB mass storage,

2 CANbus, SD slot, USB, 65,536
colors and scaleable videodisplay.
Simply a matchwinner!

Parfaite fonctionnalité : 32 bits,
400MHz pour une performance
informatique, 15 touches, mémoire
de masse 1 Go, 2 CANbus, carte
SD, USB, 65.536 couleurs et overlay
vidéo. Une mentalité de gagnant !

La nueva OPUS A5 ofrece funciones
perfectas. 400 MHz para un funcion-
amiento rapido, 15 teclas, 1 GB de
almacenamiento masivo, 2 CANbus,
entradas SD, USB, 65.536 colores

y pantalla de video escalable.
iSencillamente una ganadora!
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Funcionalidade perfeita: 32 bits,
400 MHz para um desempenho
veloz em célculos, 15 teclas, 1 GB
de meméria para armazenamento
em massa, duas CANbus, cartdo SD
e USB, 65.536 cores e imagem de
video escalonavel. Simplesmente um
campedo!
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32 400 OPUS A5
800 x 480
65536
7 TFT
SD USB
CANbus OPUS A5
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HOUSING

Standalone mount,
orientation landscape

W 271 x H 140 x D 68 mm,
incl encoder, excl connector and cables

Weight 1.1 kg

DISPLAY

7", 15:9, TFT, transflective

800 x 480 pixels

220 cd/m? max brightness

400:1 max contrast

H +60°, V £55° max viewing angles

USER INTERFACE

12 Softkeys, 3 Hardkeys

Key backlighting - amber, adjustable
1 encoder with push click to enter

SIGNALS
1 multicolor LED
Piezo alarm approx 80 dBA

PROCESSOR
32-bit, 400 MHz, MPC5200B

MEMORY

256 MB SDRAM

1 GB Mass Storage
32 kB serial EEPROM
1 slot for SD card

INTERFACES

2 CANbus 1SO 11898,
CAN specification 2.0 B active

1 RS-232 (only RxD, TxD, GND), ElA-level

Analog/Digital I/0
2 analog inputs, 3 digital input,
2 digital outputs

1 USB 2.0 full speed on side
Ethernet for Software development only

WIRELESS
Optional Bluetooth® 2.0, Class 2

VIDEO

1 Composite CCITT video input,
PAL 50 Hz color coding, input level
1Vpp, 75 Q

Video overlay with video layer for background

AUDIO

1 Stereo-audio-out, AC97
compatible, output appr. 50 mW

REAL TIME CLOCK

Buffered for 2 weeks by gold cap,
accuracy +4 sec/day

CONNECTORS

Main: AMP Super Seal, 26 pin
Analog/Digital I/O: On main connector
USB: USB A on side

Video: Escha M12 x 1, round connector,
Code EC-FSFD4.5

Audio: On main connector

POWER SUPPLY
Max tolerable 8 — 48V DC

ENVIROMENTAL CONDITIONS

Temperatures
Operating =30° to +65°C
Storage -35° to +80°C

Protection IP 65 with SD slot
and USB port closed. Not for outdoor use.

Vibration 5g @ 10 — 2000 Hz, 150 h per axis
Shock 30g, 11ms, 3 times per axis

CERTIFICATES
e1 and CE mark

OPERATING SYSTEM
Embedded Linux®

PROGRAMMING

Wachendorff Projektor-Tool
for Windows® NT/2000/XP
supporting

CANopen®
Generic driver
CANfreestyle
J1939

ADVANCED PROGRAMMING
Optional CoDeSys v3
Optional Programming in C/C++
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